(1) STATEMENT OF PURPOSE

The purpose of the Road and Driveway Ordinance (the “Ordinance”) is to establish procedures and
standards for constructing roads and driveways within the Town of Kinnickinnic and fo supplement County
road standards.

(2) COUNTY ORDINANCES

This Ordinance shall be in addition to and supplement of the St. Croix County Zoning and
Subdivision Ordinances as they apply to road and driveway standards and installation within the Town.
Where the provisions of this Ordinance and the County Zoning and Subdivision Ordinance conflict, the more
restrictive provisions shall control. Designs and standards not addressed in this section, but addressed in
the County ordinances, including signage, lighting and guardrail provisions shall be applied by the Town
Board at its discretion in reviewing land divisions creating new lots or parcels which involve roads and
driveways. These design standards are to promote the orderly layout of Town roads and mapping of same
for continuation in and connection with the Town road system.

(3) GENERAL TOWN ROAD STANDARDS

(A) The road system shall be designed to meet the following objectives: to permit the safe, efficient,
and orderly movement of traffic; to meet the needs of the present and future population with a
simple and logical pattern; to respect natural features and topography; and, to present an attractive
appearance.

(B) In the course of CSM or subdivision review, the Plan Commission may designate roads as
arterial, collector or local roads. This decision shall be based upon County or Town plans for road
networks. The Plan Commission may require any road to be constructed to the boundary of the
subdivision. Other requirements may include special setbacks, screening, buffers and limitation of
access along such roads. The Plan Commission shall require proof that the sub-divider has given
written notice of the proposed locations of the roads to owners of all adjoining lands.

(C) The number of intersections along arterial roads shall be held to a minimum. Wherever
practicable, the distance between such intersections shall be not less than 1,000 feet.

(D) Road jogs with centerline offsets of less than 150 feet shall not be permitted.

(E) Not more than two roads shall intersect at one point.
(F) Roads shall be designed and constructed in accordance with the following standards:
(1) 66-foot minimum right-of-way width.
(2) 31-foot minimum road width before gravel or base course.
(3) 27-foot road width after base course.
(4) 22-foot surface excluding shoulders.
(5) 12—inch sub-base of clean sand, measured after being compacted.

(6) B6-inch base of crushed limestone or 7-inch base of Wisconsin grade #2 gravel,
measured after being compacted.

(7) Decomposable material shall not be used for construction.
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(8) The intersection angle of a driveway to aroad, and a road to a road, shall not be less
than 75 degrees.

(9) The Plan Commission may require vision clearances.

(10) Roads at the perimeter of the subdivision shall extend to the subdivision boundary. The
creation of narrow strips of adjoining land shall not be permitted except where the adjacent
parcel can be connected to the road under conditions satisfactory to the Town Board. All
lots or parcels shall have street frontage on a public road.

(11) A dead end road shall not exceed 1,000 feet in length. The Plan Commission may
require that a provision be made for the extension of the dead-in-road to the boundary of the
subdivision. This will be in addition to the requirements that arterial and collector roads be
built to the boundary of the subdivision.

(12) A dead-end road serving three or more lots shall have a cul-de-sac turn-around with a
minimum right-of-way radius of 80 feet. The traveled way within the cul-de-sac shall have a
minimum radius of 49 feet. Appropriate arrangements shall be made for those parts of a
temporary turn around outside of a road right-of-way to revert to the abutting lot owners at
such time as the road shall be extended. Where cul-de-sacs are provided, the right-of-way
line connecting the road right-of-way with the 80-foot cul-de-sac bulb radius shall be 80 feet
in radius.

(13) The planning, location and designations of roads in an area shall not allow the
continuation of traffic from residential developments directly into commercial or industrial
developments or vice versa.

(14) A road serving three or more lots must be dedicated to the town and designed and built
to Town standards.

(15) No final plat of a subdivision shall be approved until the roads shall have been fully
completed and dedicated to the Town.

ROAD NAME STANDARDS

The Plan Commission must approve the naming and/or numbering of roads:

(A) Where a road maintains the same general direction except for curvilinear changes for short
distances, the same name shall be used for the entire length of the road.

(B) A road which is not presently a through road due to intervening land over which a road
extension is planned shall use the same name for existing and planned sections.

(C) The name of the projection of a road shall use the same prefix as the road even if the projection
terminates in a cul-de-sac.

PAVEMENT STANDARDS

(A) All roads serving three (3) or more lots must be paved and meet Wisconsin DOT Superpave
design Mix Type E1 standards or their equivalent, as modified from time to time by the Wisconsin

DOT.

(B) Roads shall have a minimum asphalt pavement thickness of 3 Inches, installed in two lifts.
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ROAD CROWN STANDARDS

(A) The center of the road on paved surfaces should be a minimum of 2 1/2 inches higher than the
shoulder. S

(B) The crown shall be a minimum of 5-6 inches higher than the shoulder before paving.
(C) At the discretion of the Town Board, upon recommendation of its engineer, roads which the

Town Board considers steep (any slope gradient in excess of 5%) may require a higher crown
to lessen the impact of downhill water drainage.

SHOULDER STANDARDS

(A) Shoulders shall extend a minimum of 2 feet beyond pavement.
(B) Shoulders shall be excavated to the same depth as road and use the same sub base as road.

(C) A minimum 6 inch thickness of gravel or crushed rock that drains well shall be used.

(D) There shall be shoulder slopes of 3-1 on fills within 3 feet of road surface; 2:1 maximum below
the top 3 feet of roadbed.

(E) There shall be back slopes 3:1 or flatter desirable; 2:1 maximum.

DITCH STANDARDS

(A) The ditch must be at least one foot below the bottom of the gravel base.
(B) There shall be a smooth transition to the ditch.
(C) Where feasible the side slopes shall be 4:1. The maximum side slope should be 2 1/2:1.

(D) Ditches shall have a 1% gradient where feasible for proper water flow. The minimum ditch
gradient shall be %2%.

(E) Riprap or other permanent engineer recommended products shall be used to slow water flow
on steep slopes.

ROADWAY CULVERT STANDARDS

(A) A culvert must be strong enough to support the fill material above it and the traffic that moves
over it, and must meet WISDOT minimum specifications. Acceptable materials include reinforced
concrete pipe and corrugated metal pipe.

(B) Culverts shall be covered with at least 12 inches of soil from the top of the pipe to the bottom
of the sub grade.

(C) A culvert must have sufficient hydraulic capacity to carry away an acceptable predetermined
quantity of water in a given time. This quantity may be determined by the Town Board based upon
recommendation of its engineer.

(D) The minimum diameter of roadway cross culverts shall be 18 inches.





















